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It is not advised
U Note: Lock I 0 to drill a deep
o will auto Itis —l and narrow
hole into

detect ground
level and stop
automatically

A

Up to 150mm
(6 inch) travel

¥V
.
20mm diameter

solid stainless
steel pin

recommended to
install a metal
ground plate to
retain the pin.
(sold separately
or as part of
some Kits)

\_

the gate.
—
- }

If a ground plate is not being used, a minimum
38mm diameter (1.5 inch) hole is recommended,
and not more than 38mm (1.5 inches) deep.

concrete. This
can cause the
pin to jam in
the hole when
lateral forces
are applied to
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Mechanical
Override

engage /
disengage

Hold up
position
(override)
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Choose / identify suitable Set bottom selector switch
output type on gate to appropriate mode

controller to trigger lock
L, i g8 Mode A
-O- Lamp or flashing Volt free outputs
’ ~

=" beacon output
rm—

Activate PRE-WARNING
ensures ample time for the
pin to retract from ground
before gates move

g .=
Seconds

Switch on & test

110-230v

(gl Courtesy light or volt Mode B
free 12-30v dc outputs

Lock/mag lock output (must
be active for complete gate TIP: If in doubt, test your gate controller output with

movement) a multi meter before connecting this device - ‘ Full
\ 7\ o o Charge
. D | AF
LiftMaster *Optional - g : Ensure (1]
LA250/ LA30D Iomnlok PSU 2 i | e

over ride
disabled

FLA *+ Examples (step 10) o
i Charging
TIP: set
PF=03 Mode B
E LiftMaster N\ F4A4C
— (LA400, 500) VIKING ~1 . (455D)
vel@ Zhccess svsTems 8 o
LOCK (F1 &R6) I
&5 cgvxg 8 = m ‘
. <z 171819 :@
Fel | Tip: . TIP:
. S x switch Switch ON
: '| re- ON PF Mode B pre-flash Mode B
warning Jumper function or SW5

I'N

el TECHNOLOGY

(H93 / RX22A) |_

Linear.

(SWR SWC, SWD)

(6004, 6006,

=

AIJ)(\LIAH‘F HELA\'
TIP: Set SN
function

AR =ST

(Swingsmart DC)
User relay 1
COM

= o HySecurity ‘1 =

DEA BIEEHNDLUGY TO OPEN
AL Y
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— - - B 24
@W (erzan) |_ Flash (MC824H) L e :g
DICINY
il d
TIP: Set N+ -/t _ +
PO44 >2secs Mode B Mode B Mode B Mode B

Safety instructions: Before proceeding with the product’s installation, check that all the materials are in good working order and suited to the intended applications. Danger due to electric power. Contact with live parts may result in an electric current flowing through the body. Electric shock, burns, or death may
result. Installation must be done by an authorized specialist.

Disposal: The packaging must be disposed of in the local recyclable containers. According to the European Directive 2002/96/EC on waste electrical equipment, this device must be properly disposed of, after usage in order to ensure a recycling of the materials used. Old accumulators and batteries may not be
disposed of in the household waste, since they contain pollutants and must be properly disposed of in municipal collection points or in the containers of the dealer provided. Country-specific regulations must be observed. TOMALOK - 4C Kilcronagh Business Park, Cookstown, BT80 9HJ, UK. Product Type:
Gate Lock
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